
REMOVE 228 LF ~ EXISTING 6" RAISED CURB
(STA. 64+35 TO STA. 66+70)

RELOCATE EXISTING PALM TREES TO THE NORTH
(SEE PROPOSED IMPROVEMENTS BELOW)

PENSACOLA BEACH BOULEVARD

REMOVE EXISTING GORE STRIPING
(STA. 64+00 TO STA. 66+00)

REMOVE 58 LF ~ EXISTING 6" RAISED CURB
(STA. 64+24 TO STA. 64+72)

RELOCATE EXISTING PAMPASS GRASS
(SEE PROPOSED IMPROVEMENTS BELOW)

REMOVE EXISTING GORE STRIPING
(STA. 63+00 TO STA. 67+25)

REMOVE EXISTING STRIPING
(STA. 63+00 TO STA. 67+25)
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'± EXISTING PAMPASS GRASS

(PROTECT IN PLACE)

EXISTING PALM TREES
(PROTECT INPLACE)

R=9.0'

R=8.0'

STA. 64+42 TO STA. 65+88
NEW 6" SOLID WHITE
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STA. 63+00 TO STA. 67+25
NEW 6" SOLID WHITE
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STA. 64+30 TO STA. 65+44
NEW 6" 2-4 SKIP WHITE
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EXISTING CURB
TO BE REMOVED

12'

11'11'

ROADWAY SECTION
(STA. 64+34 TO STA. 66+67)

(NOT TO SCALE)

NEW TYPE "D" CURB

4'EXIST. NORTHBOUND LANES

10' TURN
LANE

1.5" 76-22 ASPHALT
6" ASPHALT BASE/BAHAMA ROCK

EXIST. SOUTHBOUND LANES

SAWCUT


