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WARNING Kg
USNAVY PROPERTY
AUTHORIZED PERSONNEL ONLY

AUTHORIZED ENTRY ONTO THIS
INSTALLATION CONSTITUTES CONSENT
TO SEARCH OF PERSONNEL AND THE
PROPERTY UNDER THEIR CONTROL

|, INTERNAL SECURITY ACT OF 1950
SECTION 21.50 USC 797 09761

ENTRANCE SIGN DETAIL

NOT TO SCALE

NOTES

1. IN=SITU SOILS MAY BE UTILIZED FOR BASE AND SUBGRADE COURSES
SHOWN ON THIS SHEET, AS DIRECTED IN THE GEOQTECHNICAL REPORT.
CONTRACTOR SHALL MIX SOIL ADDITIVES INTO EXISTING SOILS AS
REQUIRED TO MEET THE SPECIFIED COMPACTION REQUIREMENTS.

2. ASPHALT ACCESS ROADWAY TYPICAL SECTION SHALL APPLY TO ALL
ARRFIELD ASPHALT AREAS WITH EXCEPTION OF RUNWAYS.

WHEEL STOP

AIRFIELD SHALL BE GRADED NO CURB s %
FLUSH TO ASPHALT SURFACE TO 7
PROVIDE SMOOTH TRANSITION -

/—Q ROADWAY

INSTALL 2’8" STRIP OF

2” TYPE SP ASPHALTIC CONCRETE
_\ SOLID BAHIA SOD PAINTED 4" WHITE

INSTALL 2'8" STRIP OF 6" STRIPE (TYP.) ol e
SOLID BAHIA SOD —\ ' PROPOSED AIRFIELD (NON~THERMOPLASTIC) —_| =
GRADE (TYP.)
’ _t
8" AGGREGATE BASE
(TYP.)
COURSE (CBR 80
(/] COMPACTéD 0 12)0%
. MODIFIED PROCTOR
T‘Y2P 1(20’;3:T§3I)U€%D PSL(J:I?(é[R)A[T)CE) STANDARD PARKING SPACE
: MPA
95% MODIFIED PROCTOR NOT TO SCALE
ASPHALT ACCESS ROADWAY REVERSE CROWN TYPICAL SECTION
NOT TO SCALE
NOTES:

1. EACH SUCH PARKING SPACE SHALL BE CONSPICUOUSLY OUTLINED IN BLUE PAINT,
AND SHALL BE POSTED AND MAINTAINED WITH A PERMANENT, ABOVE—GRADE SIGN
BEARING THE INTERNATIONAL SYMBOL OF ACCESSIBILITY OR THE CAPTION "PARKING BY
DISABLED PERMIT ONLY,” OR BEARING BOTH SUCH SYMBOL AND CAPTION. SUCH
SIGNS SHALL NOT BE OBSCURED BY A VEHICLE PARKED IN THE SPACE.

2. CONTRACTOR SHALL INSURE THAT ALL HANDICAPPED PARKING AREAS SHALL HAVE A
MAXIMUM FINISHED SLOPE OF 2.0% IN ANY DIRECTION. ACCESS ISLES SHALL HAVE
A MAXIMUM CROSS-SLOPE OF 2.0% AND LESS THAN 5.0% GRADE.

R=2"

] CAST OR RUBBED PARKING BY

, o . SERIES DISABLED

o 2 T PERMIT
. \‘/\Ug\ |/& PITCH OPTIONAL ONLY

9” -
1 ™S - g 4 WHITE
6 STRIPING @ 45°
r——‘m" 3°  —
—= — \WHEEL STOP
NOTES: CENTER ON
3" oL L \ 1. TOP PORTION OF FTP 20-06 SHALL SPACE
2 - 4 BAR HAVE A REFLECTIVE BLUE I
\ BACKGROUND WITH WHITE
NOTE : DRILL PLACEMENT HOLES OVERSIZE AND % DIA, 18" LONG REFLECTIVE SYMBOL AND BORDER. H
EMBED DOWELS IN HOT BITUMINOUS GROUT GALV. STEEL DOWEL 2. BOTTIOM PORTION SHALL HAVE A J
MATERIAL (TYP) REFLECTIVE WHITE BACKGROUND ‘ N
WHEELSTOP DETAIL : WITH BLACK OPAQUE LEGEND AND 12 MN. |
BORDER. PAINTED
3. SIGNS ARE TO BE MOUNTED AT PAINTED

NOT TO SCALE (NON—THERMOPLASTIC) (NON—THERMOPLASTIC)

STANDARD HEIGHT. (7" FROM
PAVEMENT  TO BOTTOM OF SIGN).

HANDICAPPED SIGNAGE AND STRIPING DETAIL

NOT TO SCALE
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