
LIMITS OF CONSTRUCTION

0.02
0.020.02

0.02

LIMITS OF CONSTRUCTION

PATH

SHARED USE

CONCRETE

10'

(11'-20.71')

VARIES

(20.71'-22')

VARIES (8' - 18')

VARIES

MEDIAN

(8'-21.08')

VARIES

¡)

(CENTERLINE

PGL (20.66'-23.22')

VARIES

(10.66'-11.55')

VARIES

(11'-12')

VARIES

WITH JUNCTION SLAB

CONCRETE BARRIER

36" SINGLE SLOPE

0.02 MAX.

1'-2'

VARIES

0.02 MAX.

1'-4'

VARIES

WITH JUNCTION SLAB

CONCRETE BARRIER

36" SINGLE SLOPE

STANDARD CLEARING AND GRUBBING (VARIES)

R/W VARIES (63.76'-41.50')   STA. 109+63.52 TO STA. 110+94.52) LT.

LBR 40

TYPE B STABILIZATION 

12"

LBR 40

TYPE B STABILIZATION 

RETAINING WALL

CAST IN PLACE

RETAINING WALL

CAST IN PLACE
1:6 MAX.

SOD

GRADE

EXISTING

1:6 MAX.

SOD

GRADE

EXISTINGCURB AND GUTTER

TYPE RA

12"

LBR 40

TYPE B STABILIZATION 

TYPE F

CURB AND GUTTER TYPE F

CURB AND GUTTER

LBR 40

TYPE B STABILIZATION 

CURB & GUTTER

TYPE RA

0.020.02

STANDARD CLEARING AND GRUBBING

4"
4"

0.02 0.02
0.02Natural Ground

CONSTRUCTION

LIMITS OF  

Natural Ground

CONSTRUCTION

LIMITS OF  

12' 12'

24'

12' 12'

24'

0.02

LEVEL

3' SOD LEVEL

3' SOD

POINT

GRADE

PROFILELEVEL

SOD

LEVEL

SOD

SOD SOD

� CONST.

R/W VARIES (48.77' MIN.) R/W VARIES (38.29' MIN.)

0' - 8'

VARIES

MEDIAN VARIES 0' - 25'

VARIES 0' - 17'

10' 10'

FORT PICKENS ROAD

TYPICAL SECTION

PHASE III - TYPICAL SECTIONS

PENSACOLA BEACH CONGESTION MANAGEMENT PLAN

PRESENT R/W
PRESENT R/W

(AS NEEDED)

RETAINING WALL

CAST IN PLACE

NOT FLATTER THAN 1:6

1:3 OR TO SUIT PROPERTY OWNER,

(AS NEEDED)

RETAINING WALL

CAST IN PLACE

(0-11')

VARIES

OWNER, NOT FLATTER THAN 1:6

1:3 OR TO SUIT PROPERTY

POINT

GRADE

PROFILE
USE PATH

SHARED

CONCRETE

MIN.

4.5'

MIN.

4.5'

USE PATH

SHARED

CONCRETE

USE PATH

SHARED

CONCRETE

10'

VIA DE LUNA DRIVE / PENSACOLA BEACH BLVD.

TYPICAL SECTION


