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June 30, 2016 
 
To: All Known Prospective Bidders 
 
ADDENDUM NUMBER 1: 
 
Re: Wilde Lake Boulevard Drainage Improvements Project 

Specification Number:  PD 15-16.065 
 
Bidders: 
 
We recently sent you an Invitation to Bid on the above mentioned specification. 
 
This Addendum #1 provides for: 
 
Clarifications 

Question - Can Escambia County furnish a set of Plans or Design Features of the 
Existing (4 Barrel) Culverts to see how much Weight in Steel and Concrete was 
installed and whether Cast In Place or Pre-Cast to determine the difficulty of Demolition 
and Removal. 
 
Clarify - They are attached and also located on the County’s FTP site under Wilde Lake 
Boulevard FEMA/Box culvert plans/ 
 
Question - According to Sheet # 13 the Sheet Pile Details show a 26' 8" - 27' 3" 
Contech EZ-95 Sheet and on the Detail for Flexamat Tie-In a Concrete Cap is shown on 
the Wall at approximately 1' x 2' x LF of Wall Sheets. This Cap is not shown anywhere 
else with any detail of the Steel or Concrete specifications to form it. I assume the Cap 
is part of the project Sheet Pile Installation, correct? And Contech's Sheet Piles EZ-95 
are Coated, Galvanized or a Resistant Type Sheets for the exposed Sheet areas, 
correct? 
 
Clarify - After discussing this with the EOR and Contech sales rep., we feel that the 
flexamat connection to the steel “U” channel cap should mimic the larger armorflex 
connection details located in section on the same page. As far as the cap is concerned 
it is stated that the cap is a 2”x12” steel “U” channel welded at 4’ intervals in the detail. It 
is the County’s intention to mitigate erosion from road over-topping and washout. An 
appropriate amount of 4,000psi concrete should be bid to accomplish this. The EZ-95 is 
black steel and coatings are not required for this application. 


















